@ K Factor Transformer

Catalog Number Type QL
90Q3A025AAAA13C2TO00
9Te1B387284

15 Ml 44;3
250 KVA 60 HZ 3PH 1.9% IMP HlAHE ®3
40 ¢ AMB. 80 C RISE 220 C S5YSTEM 15-19C Wfﬂ%ﬁu%

Note: Design is based on 75.00KVA & 150C Rise 6.3% imp. W
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COIL TAP ARRANGEMENT

PRIMARY  (H! 438 UOLTS (LIME-LINE)

SECOMDARY (X) 288 UOLTS (LIME-LINE)

128 UOLTS (LIME-NEUTRAL)

ELECTROSTATIC oROUND SHIELD IN EACH PHASE

EMCLOSURE TYPE 2 (IP30). RAIMPROOF TYPE 3R EMCLOSURE (1P32) WHER PROVIDED SHIELD 9T18Y4317 G06

SUITABLE FOR HOMSIMUSOIDAL CURRENT LOAD WITH K-FACTOR HOT TO EXCEED 13
BEFORE HAMDLIMG, IMSTALLIMNG AMD OPERATIMG, SEE IMSTRUCTION 475A667 AAPO01
ALUMINUM COMDUCTOR PRIMARY:10 K¥ BIL SECOMDARY: 10 KV BIL

IN ACCORDANCE WITH NEC SECTION 450-9, ALLOW AT LEAST SIX INCHES
CLEARANCE FOR VENTILATION. CHECK ADDITIONAL NEC AND LOCAL CODES.

Outline: 303BA01 AAPDT 4

GE Energy Industrial Solutions NEMA CLASS AADRY TYPE TRANSFORMER

&

Mote: ¥0 Terminal at the bottom
Meets TP-1 2002 efficiency
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